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AV-PAPI | Precision Approach Path Indicator

The LED AV-PAPI is designed for energy 
efficiency supplied with AC or DC voltage input, 
or optional  solar power supplies.

Key Features
•	 Sharpest transition line of 1.5 arcminutes

•	 Third-party Tested for FAA and ICAO Compliance

•	 Available in 2 Mounting Solutions for Permanent  
or Portable Operations

•	 Updated Switch and External Interface Port  
(external charging and programming)

•	 Optional Marine Grade Stainless Steel

Portable Mount

A B

Minimum (inches/mm) 15.52 / 394 22.27 / 566

Supplied (inches/mm) 23.67 / 601 30.42 / 773

Maximum (inches/mm) 35.92 / 912 42.67 / 1083

Front View

 B 

 
28.59in
726mm  

 3° 

 A 

 
17.38in
441mm  
17.38in 

[441mm]

10.70 in 
[272mm]

Side View

REVISIONS

REV. DESCRIPTION BY DATE APPR DATE

8

A

1234567

D

C

B

C

A

D

B

5 3 16 248 7

-D

PROPRIETARY
.1
.02
.005

0
LASER GUIDANCE, INC.

www.laserguidance.com
Redmond, WA  98052
14746 NE 95th St.

 

26.47in 
[672mm]

Permanent Mount 

Side View

28.59in 
[726mm]

B

A

3°

Front View

19.45 in 
[494mm]

REVISIONS

REV. DESCRIPTION BY DATE APPR DATE

8

A

1234567

D

C

B

C

A

D

B

5 3 16 248 7

-D

PROPRIETARY
.1
.02
.005

0
LASER GUIDANCE, INC.

www.laserguidance.com
Redmond, WA  98052
14746 NE 95th St.

 

13.22in 
[336mm]

A
IR

F
IE

L
D



avlite.com ATON.sales.aviation@spx.com 603 737 1310

AC† DC

Light  
Characteristics

Light Source LED

Available Colors Red, White

Transition 1.5 Arcminutes

LED Life Expectancy (hours) >50,000

Electrical 
Characteristics

Input Voltage Range 90-264VAC 24V Nominal (21 - 28 VDC)

Input Frequency 50/60 Hz N/A

Power  
Consumption

ICAO/FAA L-880 (4-Box) 337 VA 267 W

FAA L-881 (2-Box) 177 VA 134 W

ICAO APAPI 85 VA 70 W

Physical  
Characteristics

Body Material Epoxy Painted Aluminum Chassis

Body Color Options Aviation Orange (Optional Yellow, Desert Tan, NATO Bronze)

Hardware Material Stainless Steel and Anodized Aluminum

Lens Material Optical Glass Lens

Mounting Permanent and Portable

Permanent Mount 
Height (inches/mm)

Minimum: 22.27 / 566

Supplied: 30.42 / 773

Maximum: 42.67 / 1083

Portable Mount 
Height (inches/mm)

Extended: 19.45 / 494

Collapsed: 14.2 / 360

Width (inches/mm) 12.75 / 324 13.22 / 335

Length (inches/mm) 26.87 / 682 26.47 / 672

Mass (lbs/kg) 17.8 / 8.07 25 / 11.34

Service Life Up to 12 Years

Environmental 
Standards

Ambient Temperature -31 to 131 ºF / -35 to +55 ºC

Storage Temperature -67 to 176 ºF / -55 to +80 ºC

Wind Speed Up to 100mph (160kph)

Ingress  IP65

Certifications

AFAC L-880/881 (2 & 4 LHA) AC 150/5345-28H Certified Style A Class I

CE EN61000-6-3:2007, EN61000-6-1:2007

FAA L-880/881 (2 & 4 LHA) AC 150/5345-28H Certified Style A Class I

ICAO Annex 14 Part 1 PAPI (2 & 4 LHA) & APAPI (2 LHA) Compliant

Patents U.S. Patent No. US 9,863,601 B2

Photobiology Safety 
Standards

Per Table 1 of IEC 62471-2/TR:2009, the SEALITE USA LLC  
DBA AVLITE SYSTEMS model AV-PAPI Series 3 at the 20cm test 
distance met the Exempt Group criteria for all hazard categories 
except for Blue Light Hazard which met the Risk Group 1 criteria. 

Per Table 1 of IEC 62471-2/TR:2009, the SEALITE USA LLC  
DBA AVLITE SYSTEMS model AV-PAPI Series 3  

is classified as Risk Group 1.

Quality Assurance ISO 9001:2015

Trademarks AVLITE® is a registered trademark of Avlite Systems,  
a family brand of SPX Aids to Navigation  

(a division of SPX Technologies)

UFC 3-535-01 (4 LHA) Compliant

Other

Warranty* Mechanical and Physical Defects:  
12 Months from Installation Date or 24 Months from Shipment Date

Electrical Defects:  
4 Years per FAA EB67 (applicable edition)

* Visit avlite.com to refer to Warranty Statement 
† FAA 150/5345-28H Certified

Specifications Configuration
Model AV-PAPI

Certifications

ICAO APAPI

FAA 2-Box

FAA/ICAO 4-Box 

Mounting
Permanent

Portable

Output
Visible

Visible/IR

Power

24VDC

110-240VAC

Solar

Control

Dry Contact (Standard)

Wireless

Photocell

Color

FAA Orange

ICAO Yellow

Desert Tan

NATO Bronze


